
 Price list from February 13, 1999

The Remote Agent PC 880 is delivered in a basic configuration with 4 serial ports, where two ports are
equipped with a RS232 module. The other two ports require a port-module of your choice. There are modules
available for two RS232, RS422/485 oder Current-Loop ports, the maximum serial port count is eight. Please
note that optocoupled port modules require the option 'C' for the basic device.

Order number structure: RAPCppp-mmff-sic

No Meaning Possible Values Explanation
ppp Processor type 386 or 486 Processor 386SX (33 MHz) or

486SX (66 MHz)
mm Size of RAM 02/04 for 386

16 for 486
Size of RAM

ff Size of flash-disk 01/04/08 for 386
16 for 486

Size in MByte minus approx. 100 kByte

s Number of serial ports 4 or 8 4 or 8 serial ports equipped, serial modul has
to be ordered seperately

i Number of input ports and
relais output ports

0 or 8 Either no digital I/O or 8 input and 8 relais
outputs

c Potential separation for
serial port modules

C or empty Add-on to the normal order number

Preise Grundgerät:

Order Number Name Price per
Piece

RAPC386-0201-40 Basic price 386SX 33 MHz (2 MByte RAM, 1 MByte flash-disk) 999 
RAPC386-0202-40 Basic price 386SX 33 MHz (2 MByte RAM, 2 MByte flash-disk) 1029 
RAPC386-0204-40 Basic price 386SX 33 MHz (2 MByte RAM, 4 MByte flash-disk) 1059 
RAPC386-0408-40 Basic price 386SX 33 MHz (4 MByte RAM, 8 MByte Flashdisk) 1089 
RAPC486-1616-40 Basic price 486SX 66 MHz (16 MByte RAM, 16 Mbyte flash-disk) 1245 
RAPCxxx-xxxx-8x Extra charge for 4 additional serial ports making COM3 to COM8

Digiboard-kompatible (exclusive port modules)
39 

RAPCxxx-xxxx-x8 Extra charge for 8 opto-coupled inputs and 8 relais outputs 119 
RAPCxxx-xxxx-xxC Extra charge for potential separation of serial port modules 73 

Prices for optional accessories:

Order Number Name Price per
Piece

RAPC-ISA Cage with bus-pcb to plug in two ISA boards 99 
RAPC-IDE Base plate to mount a 2½ " hard-disk 15 

RAPC-RS232 Module for two RS232 ports 48 
RAPC-RS422/85 Module for two RS422/485 Schnittstellen 65 

RAPC-CL Module for two Current-Loop (active oder passive) ports 75 
RAPC-FLASH04 External flash-disk on the IDE-port 4 MByte (requires RAPC-IDE) 99 
RAPC-FLASH08 External flash-disk on the IDE-port 8 MByte (benötigt RAPC-IDE) 131 
RAPC-FLASH16 External flash-disk on the IDE-port 16 Mbyte (benötigt RAPC-IDE) 208 
RAPC-FLASH24 External flash-disk on the IDE-port 24 Mbyte (benötigt RAPC-IDE) 289 
RAPC-FLASH48 External flash-disk on the IDE-port 48 Mbyte (benötigt RAPC-IDE) 478 

All prices are exclusive value added tax plus shipment and packing expenses. Prices can change without
announcement. Misprint reserved.
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