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1.0General Description

1.1 Introduction

MX-A101FM40-IL401K s a color active matrix thin film transistor (TFT) liquid crystal display (LCD) that uses
amorphous silicon TFT as a switching device. This model is composed of a TFT LCD panel and a driving

circuit.This TFT LCD has a10.1 inch diagonally measured active display area with (800 horizontal by1280vertical

pixe |) resolution.

1.2. Features

10.1 inch configuration
ROHS design

1.3. General information

ltem Specification Unit
Outline Dimension 143 (H) x 228.6(V) x2.6(D) mm
Display area 135.36 (H) x 216.567 (V) mm
Number of Pixel 1200 RGB (H) x1920 (V) pixels
Pixel pitch 0.1128*0.1128mm mm
Pixel arrangement Pixels RGB stripe arrangement
Display mode Normally Black
Color Filter Array RGB vertical stripes
Backlight White LED
Weight TBD g
Data Transfer MIPI
Display colors 16.7 M
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2.0 Absolute Maximum Ratings

2.1 Environment Absolute Rating

Item Symbol Min. Max. Unit Note
Operating Temperature Topa -10 50 C
Storage Temperature Tstg -20 60 C

2.2 Back-light Unit:

PARAMETER Sym. Min. Typ. Max. Unit Test Condition | Note
LED Current IF - 80 - mA - -
LED Voltage VF 22.4 24.8 27.2 \Y - -
Life Time - 20000 - Hr. [=160mA -
Color White

Note (1) Permanent damage may occur to the LCD module if beyond this specification. Functional operation
should be restricted to the conditions described under normal operating conditions.
(2)Ta=25+2°C
(3)Test condition: LED Current160mA
(4)LED fsf FIRGES,  VE RS 2 HE A Bl
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3.0 Optical Characteristics

3.1 Optical specification

Values
Item Symbol Condition Unit | Remark
Min. | Typ. | Max.
B, ®=180"(9 o'clock) 80
—A5 i 80
Viewing angle B ©=0°(3 o'clock) -
(CR= 10) degree
By D=00"(12 o'clock) 80 -
Bg D=270"6 o'clock) 80
msec
Response time TR+ Tr 20 | 35
msec
Contrast ratio CR 600 800 i .
W gj_ﬂqr}"f'g[ 026 | 0.31 | 038 .
Color chromaticity T
Wiy 0.28 0.33 0.38 -
Luminance L 700 | 800 i cdim?
Lurninance
uniformity Yu 70 75 - %

3.2 Measuring Condition

m Measuring surrounding : dark room

m Ambient temperature : 25+2°C

m 30min. warm-up time.
3.3 Measuring Equipment

m TOPCON BM-7

m Measuring spot size : field 2°
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Note (1) Definition of Vsat and Vth (at 20°C)

Transmittance
50%

100%
0% [T

Note (2) Definition of Viewing Angle :

$=180°

105
0%
voltage
By
12" o’clock
G=90°

6’ o'clock
G=270°

Note (3) Definition of Contrast Ratio(CR) :
measured at the center point of panel

Luminance with all pixels white

CR=

Luminance with all pixels black

Note (4) Definition of Response Time : Sum of TR and Tr

white(TFT OFF) | black % (TFT ON)

100
1

Optical

response

white{TFT OFF)

Tr

— t— —

e lime

1/ 11

REV:1.0



MAXEN ELECTRONICS LIMITED

Email: sales@maxen-electronics.com Http:// www.maxen-electronics.com

Note (5) Definition of optical measurement setup

Photo-detector (BM-5A)

50cm

|
|
3
|
3

|
— ]< Center of panel
Field=2"
/ r
LCD panel —

Note (6) Definition of brightness uniformity

1/6 2/6 2/6 1/6
sSs-——
Hrae
S | \ \ \ \
S S
S \ \ \ \ \
L R S
- I N L

Note (7) Rubbing Direction (The different Rubbing Direction will cause the different optima view direction.
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5.0 Interface Pin Connection

PIN NO SYMBOL DESCRIPTION
1 NC No connect
2 VDD(3.3V) Power Voltage for digital circuit 3.3V
3 VDD(3.3V) Power Voltage for digital circuit 3.3V
4 NC No connect
5 Reset (NC) Global reset pin (NC)
6 NC No connect
7 GND Ground
8 MIPI DO- -0 MIPI differential data input
9 MIPI DO+ +0 MIPI differential data input
10 GND Ground
11 MIPI D1- -1 MIPI differential data input
12 MIPI D1+ +1 MIPI differential data input
13 GND Ground
14 MIPI CLK- -CLK MIPI differential clock input
15 MIPI CLK+ +CLK MIPI differential clock input
16 GND Ground
17 MIPI D2- -2 MIPI differential data input
18 MIPI D2+ +2 MIPI differential data input
19 GND Ground
20 MIPI D3- -3 MIPI differential data input
21 MIPI D3+ +3 MIPI differential data input
22 GND Ground
23 NC No connect
24 NC No connect
25 GND Ground
26 NC No connect
27 PMWO PWM contron signal for LED driver(CABC)
28 NC No connect
29 NC No connect
30 GND Ground
31 VLED- Power for LED backlight (Cathode)
32 VLED- Power for LED backlight (Cathode)
33 NC No connect
34 NC No connect
35 NC No connect
36 NC No connect
37 NC No connect
38 NC No connect
39 VLED+ Power for LED backlight (Anode)
40 VLED+ Power for LED backlight (Anode)
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6.1 Timing
For 800RGBx1280

Value :

Parameter Symbol - Unit
Min. Typ. Max.

MIPI (4 Lane) @Frame rate=60Hz 432 Mbps
MIPI (3 Lane) @Frame rate=60Hz 576 Mbps
DCLK frequency @Frame rate=60Hz Focix 71.9 MHz
HSYNC period time TH 920 DCLK
Horizontal display area THo 800 DCLK
HSYNC pulse width Thew 24 - DCLK
HSYMC back porch THee 24 - DCLK
HSYMC front porch Tese 72 - DCLK

VSYNC period time Ty ZANENA H

Vertical display area Tvo {\\\V 1280 \iﬂ H

VSYNC pulse width T\ | 2 QSN AP H

VSYNC back porch NI NN\ H

VSYNC front porch ver\ S\ H

S
MIPI Frequency = (Frame rat@
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7.0 Reliability test items

NO ltem Conditions Remark
1 High Temperature Storage Ta=+60°C,24hrs
2 Low Temperature Storage Ta=-207C,24hrs
3 High Temperature Operation Ta=+50°C,24hrs
4 Low Temperature Operation Ta=-10°C,24hrs
5 High Temperature and High Ta=+40°C.90%RH.24hrs

Humidity (operation)

Thermal Cycling Test (non
operation)

7 Electrostatic Discharge 150pf/330Q/£6KV air & contact test

200pf/0Q/+4KV contact test

-20°C(0.5hr)—+60°C(0.5hr),100cycles

Note: All tests above are practiced at module type.
There is no display function NG issue occurred, All the cosmetic specification is judged before the reliability
stress.
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