
EXCEEDING EXPECTATIONS
IN DISPLAY QUALITY

LCD PURE DISPLAYS
The LCD Pure series is our new product line of high-end LCD panels for companies that strive to go beyond the industry standard. By 
offering high quality at competitive conditions, our goal is to provide displays that will help our customers thrive and give them an edge. 

Currently, it contains five different sizes, listed below. All models are available with capacitive or resistive touch screen or without touch 
screen. Additional customization options are listed on the back of this page.
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Scan the QR code to view our 
detailed specification document

DCD-MX101x DCD-MX70x DCD-MX50x DCD-MX43x DCD-MX35x

Naming Convention:

10.1‘‘ diagonal
1280x800 px
1000 cd/m²

7.0‘‘ diagonal
1024x600 px
1000 cd/m²

5.0‘‘ diagonal
800x480 px
1000 cd/m²

4.3‘‘ diagonal
800x480 px
1000 cd/m²

DCD-MX70 C
capacitive touch screen

DCD-MX70
no touch screen

DCD-MX70 T
resistive touch screen

3.5‘‘diagonal
320x240 px
550 cd/m²

10.1“ 7.0“ 5.0“ 4.3“ 3.5“
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Every LCD Pure display comes with the 
following high-end qualities:

  High Brightness for readability in sunlight

  IPS displays (85/85/85/85)

Operating Temperature -20 to 
+70 degree celsius

High Resolution for displays from 
 4.3‘‘ to 10.1‘‘

Optically bonded touch panel (for PCAP only)

Standard delivery times are only 8-10 weeks.
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EXCEEDING EXPECTATIONS 
IN DISPLAY QUALITY

CUSTOMIZATION OPTIONS
LCD Pure is our series of customizable displays. Starting at 500 pieces we offer multiple configuration options which are illustrated on 
this page. Save time and effort dealing with numerous suppliers and satisfy all your display needs in one place. Pricing and delivery 
times are highly competitive with average times from order to arrival ranging between 8 and 11 weeks.  

Let these options inspire you to even bolder and more attractive designs for a more high-end appearance of your device.

Custom Shapes
The shape of the cover glass can be 
cut to almost any shape

Custom Thickness
The thickness of the cover glass can 
range from 0.55 to 4mm

Adhesive Tape

Custom Cut-Outs

Custom Color

Capacitive Touch

Print

Various different chemistries 
available incl. waterproof solutions

The foil on the back of the cover 
glass can be cut to shape

Redefine the background color 
of the cover glass

Optically bonded capacitive 
touch panels are highly sensitive
yet durable

Have your logo and graphics
printed to the back of the cover glass

Scan the QR code to watch a video presentation of the LCD Pure series.

available incl. waterproof solutions

 color 

Optically bonded capacitive 
touch panels are highly sensitive

Have your logo and graphics
cover glasscover glass




